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This MANU-SPEC? utilizes the Construction Specifications Institute (CSI) Manual of Practice, including
MasterFormat«, SectionFormat« and Pageformat«. A MANU-SPEC is a manufacturer-specific proprietary
product specification using the proprietary method of specifying applicable to project specifications and
master guide specifications. Optional text is indicated by brackets [ ]; delete optional text in final copy of
specification. Specifier Notes typically precede specification text; delete notes in final copy of specification.
Trade/brand names with appropriate symbols typically are used in Specifier Notes; symbols are not used in
specification text. Metric conversion, where used, is soft metric conversion.

This MANU-SPEC specifies folding tables and bench seats with integral surface mounted or fully recessed
wall pockets of the type often used in multipurpose rooms such as school cafeterias. These products are
manufactured by Palmer Hamilton. Revise MANU-SPEC section number and title below to suit project
requirements, specification practices and section content. Refer to CS| MasterFormat for other section
numbers and titles.

SECTION 12640
BOOTHS & TABLES
(WALL-MOUNTED TABLES AND BENCHES)

PART 1 - GENERAL

1.01 Summary
A. Section Includes: Folding table and bench seats with integral wall pockets.

Specifier Note: Article below may be omitted when specifying manufacturer’s proprietary products and
recommended installation. Retain Reference Article when specifying products and installation by an industry
reference standard. If retained, list standard(s) referenced in this section. Indicate issuing authority name,
acronym, standard designation and title. Establish policy for indicating edition date of standard referenced.
Conditions of the Contract or Division 1 References Section may establish the edition date of standards. This
article does not require compliance with standard, but is merely a listing of references used. Article below
should list only those industry standards referenced in this section.

1.02 References

A. Certifications and Performance Standards:
GREENGUARD® Certification \We have been awarded both the GREENGUARD Indoor Air Quality
Certification® and the more stringent Children & Schools Certification (daycare and K-12) by the
GREENGUARD Environmental Institute (GEI). All GREENGUARD® products have been tested for
their chemical emissions performance and can be found in the GREENGUARD® product guide at
greenguard.org.

B. American Welding Society (AWS):
1. AWS D1.1 Structural Welding Code - Steel
2. AWS D1.3 Structural Welding Code - Sheet Steel

1.03 System Description
A. Design Requirements: Provide folding tables and bench seats with integral wall pockets with unitized
understructure not requiring the tops of benches for operation.
B. Performance Requirements: Bench undercarriage shall be able to support 200 Ibs. (91 kgs) at any
point when top panels are removed.

Specifier Note: Article below includes submittal of relevant data to be furnished by Contractor before, during
or after construction. Coordinate this article with Architect's and Contractor’s duties and responsibilities in
Conditions of the Contract and Division 1 Submittal Procedures Section.

1.04 Submittals
A. General: Submit listed submittals in accordance with Conditions of the Contract and Division 1
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Submittal Procedures Section.

B. Product Data: Submit manufacturer’s product data and installation instructions.

1. Supply information for each type of on-wall or in-wall table/seating system specified, including
detail of construction relative to materials, dimensions of individual components, profiles and
finishes.

2. Maintenance data for built-in table/seating systems, including a detailed operation and
maintenance manual.

C. Shop Drawings: Show fabrication and installation of built-in table/seating, including plans, elevations,
sections, details of components, profiles and finishes.
D. Samples:

1. For initial selection in the form of manufacturer’s color charts consisting of actual units or
sections of the units showing the full range of colors, textures and patterns available for each
exposed material involving color selection.

2. For verification of the following items, provide samples from the same material to be used for
the work. Where finishes involve normal color and texture variations, include sample sets
showing the full range of variations expected.

(@) High-pressure plastic laminate.
E. Quality Assurance/Control Submittals: Submit the following:

1. Certificates: Manufacturer certification of qualifications of firms or persons specified in the
“Quality Assurance” article to demonstrate their capabilities and experience. Include lists of
completed projects with project names and addresses of Architects and Owners as well as other
information specified.

F. Closeout Submittals: Submit the following:

1. Warranty documents specified herein.

Specifier Note: Article below should include prerequisites, standards, limitations and criteria that establish an
overall level of quality for products and workmanship for this section. Coordinate article below with Division 1
Quality Assurance Section.

1.05 Quality Assurance

Specifier Note: Paragraph below should list obligations for compliance with specific code requirements
particular to this section. General statements to comply with a particular code are typically addressed in
Conditions of the Contract and Division 1 Regulatory Requirements Section. Repetitive statements should be
avoided.

A. Qualifications:

1. Installer Qualifications: Engage an experienced installer who has specialized in installing built-in
tables and seating similar to those required for this project and who is acceptable to and certified
by the manufacturer of the built-in table/seating system to perform the work of this section.

2. Welder Qualifications: Engage certified welders that have satisfactorily passed AWS qualification
tests for welding processes involved and, if pertinent, have undergone recertification.

Specifier Note: Article below should include special and unique requirements. Coordinate article below with
Division 1 Product Requirements Section.

1.06 Delivery, Storage, & Handling
A. General: Comply with Division 1 Product Requirement Section.
B. Delivery: Deliver materials in manufacturer’s original, unopened, undamaged containers with
identification labels intact.
C. Storage and Protection: Store materials protected from exposure to harmful environmental
conditions and at temperature/humidity conditions recommended by the manufacturer.

Specifier Note: Coordinate article below with Conditions of the Contract and with Division 1 Closeout
Submittals (Warranty) Section.

1.07 Warranty
A. Project Warranty: Refer to Conditions of the Contract for project warranty provisions.
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B. Manufacturer's Warranty: Submit, for Owner's acceptance, manufacturer’s standard warranty
document executed by authorized company official. Manufacturer’s warranty is in addition to, and
not a limitation of, other rights Owner may have under contract documents.

1. Warranty Coverage: To include replacement or repair of any defect in the original material and
workmanship, including welds, pockets, tables and benches.

Specifier Note: Coordinate paragraph below with manufacturer’s warranty requirements.

Warranty Period: 15 years from the date of substantial completion.

PART 2 - PRODUCTS

Specifier Note: Retain article below for proprietary method specification. Add product attributes, performance
characteristics, material standards, and descriptions as applicable. Use of such phrases as “or equal” or “or
approved equal” or similar phrases may cause ambiguity in specifications. Such phrases require verification
(procedural, legal and regulatory) and assignment of responsibility for determining “or equal” products.

2.01 Wall-mounted Tables & Benches
Specifier Note: Paragraph below is an addition to CSI| SectionFormat and a supplement to MANU-SPEC.
Retain or delete paragraph below per project requirements and specifier’'s practice.

A. Manufacturer: Palmer Hamilton
1. Contact: 143 S. Jackson Street-Suite 1, Elkhorn, WI 53121; Telephone: (800) 788-1028 or (262)
723-8200; Fax: (262) 723-5180; e-mail: info@palmerhamilton.com; website:
www.palmerhamilton.com.

Specifier Note: Palmer Hamilton manufactures wall-mounted tables and benches. Select from product
offerings described below.

B. Proprietary Products/Systems. Wall-mounted tables and benches include the following:
1. Hamilton Series Wall-Pocket Cafeteria Tables and Benches:

a. Tabletop frame shall consist of dual 1.25" x 2.125" (32 x 54 mm) 18-gauge steel box
channels; bench frame shall consist of dual 1.5" (38 mm) 16-gauge steel angle with returned
edges rolled to 11-gauge.

b. Tubular Members: Stretcher bar shall be 16-gauge, 1" (25.4 mm) diameter steel tubing.
Bench end legs shall be 16-gauge, 1" (25.4 mm) diameter steel tubing. Table end legs shall
be 14-gauge, 1" (25.4 mm) diameter steel tubing. Center leg assembly outer telescoping
tube shall be 14-gauge, 1.375" (35 mm) diameter steel tubing; center leg assembly inner
telescoping tube shall be 18-gauge, 1.125" (29 mm) diameter steel tubing.

c. Finish: Epoxy powder coat.

Finish Color: [Chameleon] [Black].

e. Table Top and Bench Construction: Top panels .75" (19.1 mm) thick, resin wood with density
of 45 pcf (721 kg/m®), surfaced with GP-335 vertical grade plastic laminate and BK-25 plastic
backing sheet.

f. Table: [Length: 165.5" (4204 mm), Height: 27" (686 mm), Width: 29.5" (749 mm), Model
Number: 40M03273014] [Length: 165.5" (4204 mm), Height: 29" (737 mm), Width: 29.5" (749
mm), Model Number: 40M03293014].

g. Table Edge: [EdgeGuardd bonded polyureal.

h. Laminate Surface: [Wilsonart Color: (Insert color)].

i. Bench: [Length: 165.5" (4204 mm), Height: 15" (381 mm) Width: 11.5" (292 mm), Model
Number: 42M03151214] [Length: 165.5" (4204 mm), Height: 17" (432 mm), Width: 11.5" (292
mm), Model Number: 42M03171214].

i.  Wheels: Colson Performa non-marking wheels.

k. Design Feature: Tables and benches shall be detachable from and interchangeable in steel
pockets.

|. Design Feature: Tables and benches shall be equipped with compression springs to ensure
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proper counterbalance in any position.

Design Feature: Tables and benches shall lock automatically when folded into pocket for
storage.

Design Feature: Surfaces of tables and benches shall be free of lock holes.

Design Feature: Tables and benches shall have two sets of .5" diameter, solid steel lock
bolts. One set of pins is manually activated by means of a remote handle positioned near the
center of each table and bench. The second set of pins automatically engages while closing
the table and bench.

Design Feature: Tables and benches shall have field adjustable down latches.

Hamilton Series Wall-Storage Pockets:
a.

Material: All welded construction of 16-gauge steel with 11-gauge sill and top plates, without

partial back or open studs.

Finish: Phosphate coated for rust prevention.

Coating: Sprayed-on epoxy paint with hardener.

Color: [Chameleon] [Black].

In-Wall Table Products - Fully Recessed in Wall: [Single Table: (Rough Opening) Height: 86.5"

(2197 mm), Width: 60" (1524 mm), Depth: 6" (152 mm), Model Number: 86R031412] [Double

Table: (Rough Opening) Height: 86.5" (2197 mm), Width: 60" (1524 mm), Depth: 11.5" (292
m), Model Number: 86R031424].

On-Wall Table Products - Mounted on Wall Surface: [Single Table: (Pocket Size) Height:

89.875" (2283 mm), Width: 61.625" (1565 mm), Depth: 5.9375" (151 mm), Model Number:

87A031412] [Double Table: (Pocket Size) Height: 89.875" (2283 mm), Width: 61.625" (1565
m), Depth: 11.5" (292 mm), Model Number: 87A031424].

Facing: Provide 2" (51 mm) side facing to overlap walls in recessed installation.

Head Panel: Provide custom head panel with 2.5" (64 mm) vertical facing to cover masonry

opening of 86.5” (2197 mm).

Lock and Retainer:

(a) Table and bench have self-actuating safety latch which engages automatically when the

table/bench is closed.
(b) Pockets, tables, and benches are provided with key operated mullion locks to prevent
unauthorized use.
Strap Anchors: Provide for pockets built into masonry walls.
Anchor Holes: Provide at base and back of pocket for fastening unit to floors and walls.

Specifier Note: Edit article below to suit project requirements. If substitutions are permitted, edit text below.
Add text to refer to Division 1 Project Requirements (Product Substitutions Procedures) Section.

2.02 Production Substitutions
A. Substitutions: No substitutions permitted.

2.03 Fabrication

A. Comply with applicable I



